25000

RADON OUTLET
(CAPPED). \

, @ 1 , PRECAST CONCRETE CAPPING PATENCTENRT%EE TTEUUEEEESS éTEﬁCNJ%
W A7 Y, Zz 7 7 o
TIES TO BE DESIGNED TO
BLUE BLACK MINERAL FIBRE ROOF SLATES ON SUPPORT A UNIFORM DISTRIBUTED
9165 4790 1000 50 x 38 TREATED BATTENS ON SARKING FELT ON LOAD OF 1.5 KN/M.
PREFABRICATED TIMBER TRUSSES
, BREATHABLE FELT ROOF FELT
A & &
250 mm INSULATION ON 250 mm
PRECAST CONCRETE HOLLOWCORE STAINLESS STEEL ANCHORS
CEILING SLABS FIXED INTO 100 mm x 75 mm
WALL PLATE.

55x100mm LONGITUDINAL
BRACING MEMBERS 10mm MORTAR BEDDING SLATE CAVITY CLOSER.

BATTERY R w
ROOM |

BLACK uPVC RAINWATER

7700

0%
250

BLACK uPVC RAINWATER

15000

=

“BO CUTTER AND DOWN PIPES L GUTTER AND DOWN PIPES
o 7 300 215 RC BAND
mm X mm
1 HOUR CONTROL ROOM % JAN BEAM WITH 20 mm x 20 mm
fRE DoOR . OUTLINE OF e
(325mm RAISED ACCESS FLOOR) 100 mm BLOCKWORK OUTER LEAF BAND BEAM :

1401

/1500

-
(@)
(=
S

=R
3300
3600

WITH 100 mm CAVITY WITH 60 mm
KOOLTHERM K8 KINGSPAN CAVITY
I BOARD INSULATION, 40 mm CLEAR COLOUR OF INTERNAL WALLS TO BE
' ) () RADON| SUMP CAVITY FREE FROM ALL BUILDERS Eﬁ:mgg mﬁ'\?'—gﬂﬁ $CE>IL||—|NAC\;/S|:: T20 BE
VVC 1 HOUR DEBRIS. 215 mm CONCRETE BLOCK )
FIRE DOOR INNER LEAF. CONTROL ROOM COATS APPLIED.
_— =
% Z Y
ROUGHCAST PLASTER FINISH RADON SUMP OUTLET PIPE TO TERMINATE IN
APPROX LOCATION AS SHOWN AND CAPPED.
6500 2450 ,% 6000 CAP TO BE FLUSH WITH CONCRETE PATH.

CONTINUOUS RADON BARRIER

| A WITH ALL JOINTS TAPPED AND
= @ SEALED. CONCRETE FOOTPATH 150 mm DEEP
MESS DPC —— WITH A252 MESH WITH JOINTS AT 3.0
STORE CONCRETE FOOTPATH 150 mm DEEP m crs ON VISQUEEN AND 100 mm
Z

4540

1 HOUR ‘3 WITH A252 MESH WITH JOINTS AT 3.0 FFL 10 mm COMPRESSIBLE BOARD HARDCORE.
FIRE DOOR 4 ' m crs ON VISQUEEN AND 100 mm S

4540

N/ HARDCORE.
M 1 HOUR N
) FIRE DOOR LA
8 o
77757077 7077777, 777 2
| N A~ e
: ¥ S AW & S SR RADON SUMP AND
o
FOUL —— FOUL —— F(JUL/—é?OUt\ — FOUL —— FOUL —=FOUL BACKFILL WITH WELL COMPACTED OUTLET PIPE
- | ] CL. 804 MATERIAL OR SIMILAR 1950 : LEGEND:
L LEGEND:
APPROVED BY ESBI ENGINEER. 7 175 mm GROUND BEARING SLAB WITH A393 MESH ON / PROPOSED SURFACE WATER ™~
70 mm KINGSPAN THERMAFLOOR TF70 INSULATION ON
> w w w w w w w w w w w w w W - PROPRIETRY RADON BARRIER / DPM ON 50 mm SAND CONCRETE ENCASED SURFACE
ON 200 mm COMPACTED C.L 804 ON WATER
A COMPACTED HARDCORE. SURFACE WATER MANHOLE '
C.L. = 0.000
PLAN OF CONTROL BUILDING SECTION A L = oo
Scale 1:100 SCALE 1:50 U ACCESS JUNCTION (SURFACE)
PROPOSED FOUL WATER —— FOUL —— FOUL —— FOUL ——
CONCRETE ENCASED FOUL WATER = FOUL —— FOUL —— FOUL ——
FOUL WATER MANHOLE — FouL _._FW ] FOUL
C.L. = 0.000
I.L. = 0.000
PRECAST CONCRETE CAPPING ACCESS JUNCTION (FOUL) — rou. — O rou
PROPOSED WATER SUPPLY W—W—Ww—W
Lf)(
N RAINWATER HARVESTING TANK
\_ /
2 [26.11.18|BUILDING SIZE INCREASED, INTERNAL LAYOUT REVISED SB SB BL DS
BUILDING LENGTH SHORTENED,
1 [22.06.18 poyBLE DOORS ADDED RK| RK] BL | DS
PATENT ROOF TRUSSES AT 400 mm CENTRES o |16.02.18 1SSUED FOR PLANNING ak | re | BL | Ds
TRUSSES CEILING TIES TO BE DESIGNED TO
SUPPORT A UNIFORM DISTRIBUTED LOAD OF REV.| DATE REVISION DESCRIPTION DRN [PROD| VER | APP
1.5 KN/M. PURPOSE OF ISSUE - PRELIMINARY UNLESS INDICATED
CLIENT
100 mm BLOCKWORK OUTER LEAF enoer [] APPROVAL construcTion [] assut [ revisep [
WITH 100 mm CAVITY WITH 60 mm ©
KOOLTHERM K8 KINGSPAN CAVITY 5 — N
BOARD INSULATION, 40 mm CLEAR @ Cllent ESB WIND DEVELOPMENT LTD. AND
CAVITY FREE FROM ALL BUILDERS .
DEBRIS. 215 mm CONCRETE BLOCK BORD NA MONA POWERGEN LTD.
INNER LEAF.
.
000 0000000 EI00000 00N B0ATQDA08 D0 LECTNDDTTO00O0 LOLEUCO ST ORe0000: 00 CUU0E G00DIG0 TOBRA0HE {'O0D0 R0 0000000 VOQOOTDY Sage . 250 mm PRECAST CONCRETE oot \
; ~ HOLLOWCORE CEILING SLABS
300 mm x 215 mm RC BAND BEAM CEILING HEIGHT
WITH 20 mm x 20 mm REBATE. T 72N 72N N S T TIMAHOE NORTH SOLAR FARM
OUTLINE OF OUTLINE OF OUTLINE OF 2
BAND BEAM BAND BEAM COLOUR OF INTERNAL WALLS TO BE BAND BEAM
515 PAINTED MAGNOLIA & CEILINGS TO BE
PAINTED WHITE, BOTH TO HAVE 2 \ J
COATS APPLIED. e ROUGHCAST PLASTER FINISH p N
Contract
BATTERY ROOM
(@) (@]
CONTROL ROOM § ﬁ
~ INTERNAL WALL. CONTINUOUS RADON BARRIER -
WITH ALL JOINTS TAPPED AND (Drawing Title )
SEALED. TIMAHOE NORTH SOLAR FARM
CONCRETE FOOTPATH 150 mm DEEP —————— CONCRETE FOOTPATH 150 mm TSO SWITCHGEAR BUILDING
WITH A252 MESH WITH JOINTS AT 3.0 DPC ——
DEEP WITH A252 MESH WITH
hbiope, (PHUEEARD ARG mr UNISTRUT RAISED ACCESS FLOOR WITH 800mm 10 rnm COMPRESSIBLE BOARD JOINTS AT 3.0 m crs ON PLAN AND SECTIONS
HARDCORE. F FEL x 600mm APPROVED ANTI-STATIC FLOOR TILES. / VISQUEEN AND 100 mm
— : : : : : : : o HARDCORE.
. o
J 1 1 1 1 [ 1 [T 1 1 [ 1 [ T [ JI H\\/g 5 ‘
R N AR R P R N I P A R A A O R B R Product Unit
. ProductonUnit - ESB WIND DEVELOPMENT LTD )
f9}
’\ A%%%%%%%%‘/%%%‘/%‘/%‘/%‘/%wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwvvwww ”.’.’.& BACKF‘LLW‘THWELLCOMPACTED
SRR R e M S e S F  E e S R - RS CL. 804 MATERIAL OR SIMILAR
o
= APPROVED BY ESBI ENGINEER. One Dublin Alfpps Caritral
RADON SUMP AND " Dublin Airport, Cloghran, Co. Dublin
OUTLET PIPE. CONCRETE STRIP FOUNDATION
WITH A393 MESH PLACED TOP Tel: 353 1 703 8000 Email: marketing@esbi.ie
CONCRETE STRIP FOUNDATION Ltk slahinc =
WITH A393 MESH PLACED TOP CONCRETE STRIP FOUNDATION 175 mm GROUND BEARING SLAB WITH A393 MESH ON AND BOTTOM ON 50mm C16/20 INTERNATIONAL  Web: www.esbinternational.ie
AND BOTTOM ON 50mm C16/20 BLINDING. WITH A393 MESH PLACED TOP 70 mm KINGSPAN THERMAFLOOR TF70 INSULATION ON BLINDING. ESB International is a trading name of
AND BOTTOM ON 50mm C16/20 BLINDING. PROPRIETRY RADON BARRIER / DPM ON 50 mm SAND < || £ ESBI Engineering & Facility Management Ltd
ON 200 mm COMPACTED C.L 804 ON 1N Registered Office: as above Registered in Ireland No. 155249
COMPACTED HARDCORE. L= :
DRAWN PRODUCED VERIFIED APPROVED APPD DATE
SECT|ON /B\ S.Bolton
SCALE 150 \\_/ CLIENT REF No. of Shts SIZE SCALE
TC219342 1 A1| AS SHOWN
COPYRIGHT © ESBI ENGINEERING & FACILITY MANAGEMENT LIMITED. DRAWING NUMBER SHEET REV
All rights reserved. No part of this work may be modified or reproduced or copied in any form
or by any means - graphic, electronic or mechanical, including photocopying, recording, P E605' D025'003'OO 1 '002
taping or information-and-retrieval system, or used for any purpose other than its designated
purpose, without the written permission of ESBI Engineering & Facility Management Ltd.

BF-DRG-013-002-001 p:\meridian\transfer\timahoe\pe605—d025—003—001—002.dwg


AutoCAD SHX Text
RADON OUTLET (CAPPED).

AutoCAD SHX Text
RADON SUMP

AutoCAD SHX Text
1 HOUR  FIRE DOOR

AutoCAD SHX Text
1 HOUR  FIRE DOOR

AutoCAD SHX Text
1 HOUR  FIRE DOOR

AutoCAD SHX Text
1 HOUR  FIRE DOOR

AutoCAD SHX Text
A.J

AutoCAD SHX Text
R.W.P

AutoCAD SHX Text
RHT 1.

AutoCAD SHX Text
A.J

AutoCAD SHX Text
R.W.P

AutoCAD SHX Text
ACO

AutoCAD SHX Text
ACO

AutoCAD SHX Text
R.W.P

AutoCAD SHX Text
R.W.P

AutoCAD SHX Text
R.W.P

AutoCAD SHX Text
A.J

AutoCAD SHX Text
R.W.P

AutoCAD SHX Text
A.J

AutoCAD SHX Text
A.J

AutoCAD SHX Text
A.J

AutoCAD SHX Text
100 mm BLOCKWORK OUTER LEAF  WITH 100 mm CAVITY WITH 60 mm  KOOLTHERM K8 KINGSPAN CAVITY  BOARD INSULATION, 40 mm CLEAR  CAVITY FREE FROM ALL BUILDERS  DEBRIS. 215 mm CONCRETE BLOCK  INNER LEAF.   

AutoCAD SHX Text
G.L

AutoCAD SHX Text
BACKFILL WITH WELL COMPACTED CL. 804 MATERIAL OR SIMILAR  APPROVED BY ESBI ENGINEER.

AutoCAD SHX Text
CONCRETE FOOTPATH 150 mm DEEP WITH A252 MESH WITH JOINTS AT 3.0 m crs ON VISQUEEN AND 100 mm HARDCORE.

AutoCAD SHX Text
175 mm GROUND BEARING SLAB WITH A393 MESH ON  70 mm KINGSPAN THERMAFLOOR TF70 INSULATION ON  PROPRIETRY RADON BARRIER / DPM ON 50 mm SAND  ON 200 mm COMPACTED C.L 804 ON  COMPACTED HARDCORE.

AutoCAD SHX Text
RADON SUMP AND  OUTLET PIPE.

AutoCAD SHX Text
300 mm x 215 mm RC BAND BEAM WITH 20 mm x 20 mm REBATE.

AutoCAD SHX Text
OUTLINE OF  BAND BEAM

AutoCAD SHX Text
CEILING HEIGHT

AutoCAD SHX Text
COLOUR OF INTERNAL WALLS TO BE PAINTED MAGNOLIA & CEILINGS TO BE PAINTED WHITE, BOTH TO HAVE 2 COATS APPLIED.

AutoCAD SHX Text
CONCRETE FOOTPATH 150 mm DEEP WITH A252 MESH WITH JOINTS AT 3.0 m crs ON VISQUEEN AND 100 mm HARDCORE.

AutoCAD SHX Text
CONTINUOUS RADON BARRIER  WITH ALL JOINTS TAPPED AND  SEALED.

AutoCAD SHX Text
ROUGHCAST PLASTER FINISH

AutoCAD SHX Text
10 mm COMPRESSIBLE BOARD

AutoCAD SHX Text
DPC

AutoCAD SHX Text
UNISTRUT RAISED ACCESS FLOOR WITH 600mm  x 600mm APPROVED ANTI-STATIC FLOOR TILES.

AutoCAD SHX Text
F.F.L

AutoCAD SHX Text
F.F.L

AutoCAD SHX Text
PRECAST CONCRETE CAPPING

AutoCAD SHX Text
INTERNAL WALL.

AutoCAD SHX Text
PATENT ROOF TRUSSES AT 400 mm CENTRES TRUSSES CEILING TIES TO BE DESIGNED TO  SUPPORT A UNIFORM DISTRIBUTED LOAD OF  1.5 KN/M.

AutoCAD SHX Text
250 mm PRECAST CONCRETE HOLLOWCORE CEILING SLABS

AutoCAD SHX Text
OUTLINE OF  BAND BEAM

AutoCAD SHX Text
OUTLINE OF  BAND BEAM

AutoCAD SHX Text
CONCRETE STRIP FOUNDATION  WITH A393 MESH PLACED TOP  AND BOTTOM ON 50mm C16/20  BLINDING.

AutoCAD SHX Text
CONCRETE STRIP FOUNDATION  WITH A393 MESH PLACED TOP  AND BOTTOM ON 50mm C16/20 BLINDING.

AutoCAD SHX Text
CONCRETE STRIP FOUNDATION  WITH A393 MESH PLACED TOP  AND BOTTOM ON 50mm C16/20 BLINDING.

AutoCAD SHX Text
F.F.L

AutoCAD SHX Text
100 mm BLOCKWORK OUTER LEAF  WITH 100 mm CAVITY WITH 60 mm  KOOLTHERM K8 KINGSPAN CAVITY  BOARD INSULATION, 40 mm CLEAR  CAVITY FREE FROM ALL BUILDERS  DEBRIS. 215 mm CONCRETE BLOCK  INNER LEAF.   

AutoCAD SHX Text
G.L

AutoCAD SHX Text
BACKFILL WITH WELL COMPACTED CL. 804 MATERIAL OR SIMILAR  APPROVED BY ESBI ENGINEER.

AutoCAD SHX Text
RADON SUMP OUTLET PIPE TO TERMINATE IN  APPROX LOCATION AS SHOWN AND CAPPED. CAP TO BE FLUSH WITH CONCRETE PATH.

AutoCAD SHX Text
CONCRETE FOOTPATH 150 mm DEEP WITH A252 MESH WITH JOINTS AT 3.0 m crs ON VISQUEEN AND 100 mm HARDCORE.

AutoCAD SHX Text
10 mm COMPRESSIBLE BOARD

AutoCAD SHX Text
DPC

AutoCAD SHX Text
175 mm GROUND BEARING SLAB WITH A393 MESH ON  70 mm KINGSPAN THERMAFLOOR TF70 INSULATION ON  PROPRIETRY RADON BARRIER / DPM ON 50 mm SAND  ON 200 mm COMPACTED C.L 804 ON  COMPACTED HARDCORE.

AutoCAD SHX Text
RADON SUMP AND  OUTLET PIPE.

AutoCAD SHX Text
300 mm x 215 mm RC BAND BEAM WITH 20 mm x 20 mm REBATE.

AutoCAD SHX Text
10mm MORTAR BEDDING

AutoCAD SHX Text
OUTLINE OF  BAND BEAM

AutoCAD SHX Text
CEILING HEIGHT

AutoCAD SHX Text
SLATE CAVITY CLOSER.

AutoCAD SHX Text
COLOUR OF INTERNAL WALLS TO BE PAINTED MAGNOLIA & CEILINGS TO BE PAINTED WHITE, BOTH TO HAVE 2 COATS APPLIED.

AutoCAD SHX Text
CONTINUOUS RADON BARRIER  WITH ALL JOINTS TAPPED AND  SEALED.

AutoCAD SHX Text
ROUGHCAST PLASTER FINISH

AutoCAD SHX Text
PRECAST CONCRETE CAPPING

AutoCAD SHX Text
BLUE BLACK MINERAL FIBRE ROOF SLATES ON 50 x 38 TREATED BATTENS ON SARKING FELT ON PREFABRICATED TIMBER TRUSSES

AutoCAD SHX Text
250 mm INSULATION ON 250 mm  PRECAST CONCRETE HOLLOWCORE  CEILING SLABS

AutoCAD SHX Text
BREATHABLE FELT ROOF FELT

AutoCAD SHX Text
35x100mm LONGITUDINAL  BRACING MEMBERS

AutoCAD SHX Text
PATENT ROOF TRUSSES AT 400 mm CENTRES TRUSSES CEILING TIES TO BE DESIGNED TO  SUPPORT A UNIFORM DISTRIBUTED LOAD OF 1.5 KN/M.

AutoCAD SHX Text
250 mm PRECAST CONCRETE HOLLOWCORE CEILING SLABS

AutoCAD SHX Text
BLACK uPVC RAINWATER GUTTER AND DOWN PIPES

AutoCAD SHX Text
STAINLESS STEEL ANCHORS FIXED INTO 100 mm x 75 mm WALL PLATE.

AutoCAD SHX Text
F.F.L

AutoCAD SHX Text
F.F.L

AutoCAD SHX Text
CONCRETE FOOTPATH 150 mm DEEP WITH A252 MESH WITH JOINTS AT 3.0 m crs ON VISQUEEN AND 100 mm HARDCORE.

AutoCAD SHX Text
BLACK uPVC RAINWATER GUTTER AND DOWN PIPES

AutoCAD SHX Text
PROPOSED SURFACE WATER

AutoCAD SHX Text
CONCRETE ENCASED SURFACE  WATER

AutoCAD SHX Text
SURFACE WATER MANHOLE

AutoCAD SHX Text
SW 1 C.L. = 0.000 I.L.  =  0.000

AutoCAD SHX Text
ACCESS JUNCTION (SURFACE)

AutoCAD SHX Text
AJ

AutoCAD SHX Text
PROPOSED FOUL WATER

AutoCAD SHX Text
CONCRETE ENCASED FOUL WATER

AutoCAD SHX Text
FW 1 C.L. = 0.000 I.L.  =  0.000

AutoCAD SHX Text
FOUL WATER MANHOLE

AutoCAD SHX Text
ACCESS JUNCTION (FOUL)

AutoCAD SHX Text
AJ

AutoCAD SHX Text
PROPOSED  WATER SUPPLY

AutoCAD SHX Text
RAINWATER HARVESTING TANK 

AutoCAD SHX Text
RHT 1.

AutoCAD SHX Text
LEGEND:

AutoCAD SHX Text
BF-DRG-013-002-001

AutoCAD SHX Text
C

AutoCAD SHX Text
p:\meridian\transfer\timahoe\pe605-d025-003-001-002.dwg


